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Humminbird’s new 1100 series brings the largest (10.4-inch diagonal) high-resolu-

tion (600 x 800 pixels), daylight-visible screens yet to the company’s chartplotters 

and chartplotter-fishfinder combinations. Models range from the 1197c SI Combo 

($2,800), which includes Hum-

minbird’s high-resolution side-

imaging sonar, to the 1155c 

chartplotter-only unit ($2,000). 

Combo displays permit either 

split-screen chart/sonar or full-

screen viewing. Add $200 for 

preloaded Navionics Gold car-

tography. Techsonic Industries, 

Eufaula, AL; 334-687-6613; 

www.humminbird.com.

Powered by AAA batteries (supplied), the new  

Autotether ($250) is an easy-to-install system that 

replaces an engine’s safety lanyard or activates its 

shutoff switch should the operator or a passen-

ger fall overboard. The basic unit comes with two 

small radio transmitters to be worn by the opera-

tor and a passenger. The transmitters stop send-

ing signals to the main unit if they are submerged. 

At that point, a spring in the main unit shuts down 

the engine. Additional transmitters cost $35. Autotether Inc., 

Rocky Hill, CT; 888-593-4181; www.autotether.com.

Shockles’ new Shockstrap tie-down 

($17, or two for $33) tackles an age-old boating 

problem. It combines a shock-cord loop (encased in 

sun-resistant nylon webbing) with a rugged nylon 

strap and two 600-pound-test marine-grade carabi-

ners to fashion an easy-to-use tie-down strap that 

flexes without loosening. An exclusive cord-lock loop 

keeps the loose end of the strap under control. Shock-

les; 888-557-6464; www.shockles.com.
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The Nexus Start Pack 3 System 

($2,300) uses wireless technology and 

solar energy to transmit wind speed 

and direction information (actual and 

apparent), as well as boat speed, depth 

and water temperature, to easy-to-read 

digital displays at a sailboat’s helm 

station. The system also includes a 

through-hull transducer. Wireless sig-

nals are fed to a connection box that 

gathers and processes the information 

to a sea-data and wind instrument dis-

play. Because it’s wireless, the mast-

head wind transducer is easy to install, 

and a small solar panel recharges the 

system’s batteries continuously. Com-

Nav; 604-207-1600; www.comnav.com.
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